
sliding glass doors

37⁄8” Low Sill

.125” Sill Thickness

Step on Threshold Design

Internal Corner Key

No Exposed 
Fasteners

Foam Filled 
Weatherstrip

Up to 13⁄16” Laminated IGMitred Panel Corner

Extruded Bead

.075” Panel 
Wall Thickness

Hidden Stainless 
Steel Assembly 
Screws

Drop in Anodized 
Track Insert

SGD3030 SILL

Extruded Bead

Oversized 
Interlock

EPDM Gasket

Foam Filled 
Weatherstrip

Double 
Hollow Panel 
Extrusions

31⁄2” Narrow 
Sightlines

SGD3030 INTERLOCK



3000 Series

stainless steel Tandem Roller 
with High Performance 
Double Sealed Bearings	
Resists corrosion in coastal 
environments because the large 
diameter roller with double sealing 
extends bearing life. Stainless steel 
provides smooth, stable and quiet 
operation.

37⁄8” Threshold wITH 18 psf  
water resistance	  
Superior water performance with the 
lowest threshold in the commercial  
product industry. Durable sill with  
treading is designed to be stepped  
on versus stepped over. 

Narrow Sightlines	
Increases visibility without 
compromising structural integrity.

Up to 13⁄16” Laminated  
Insulating Glass	
Expands design and energy options.

F e a t u r e s  &  B e n e f i t s

product specifications - SGD3030

TEST TYPE

LARGE
MISSILE

SMALL
MISSILE

FRAME TYPE  
& MAXIMUM SIZE

OX or XO: 96” x 120” or 120” x 108”
OXO: 1451⁄16” x 120”
OXXO: 1907⁄16” x 120”

OX or XO: 96” x 120” or 120” x 108”
OXO: 1451⁄16” x 120”
OXXO: 1907⁄16” x 120”

FRAME 
DEPTH

57⁄16”

57⁄16”

POSITIVE 
DESIGN 
PRESSURE

+120

+165

NEGATIVE
DESIGN 
PRESSURE

-120

-165

WATER 
RESISTANCE

18.0 psf

24.75 psf

AIR  
INFILTRATION

OXXO: 0.03 @ 1.57
XO: 0.02 @ 1.57

OXXO: 0.05 @ 1.57
XO: 0.06 @ 1.57

GLAZING

•	9⁄16” SGP Laminated (Heat 
	 Strengthened/Heat Strengthened)                                         
•	Up to 13⁄16” Laminated Insulating Glass

•	9⁄16” SGP Laminated (Heat  
   Strengthened/Heat Strengthened)                                  
•	Up to 13⁄16” Laminated Insulating Glass

TESTS 
COMPLETED

•	M iami-Dade NOA: 07-0831.09 
•	 Forced Entry Resistance: ASTM F 842-97
•	 Florida Product Approval: FL-251

•	M iami-Dade NOA: 07-0905.04
•	 Forced Entry Resistance: ASTM F 842-97
•	 Florida Product Approval: FL-251

¾” Nominal Wall Thickness 
Provides strength and ease of 
installation.

Double Raised  
Muntin Options	
Aesthetic option. Double hallow 
panel extrusions provide strength 
and extended design capabilities. 
Customize product to meet historical  
or building requirements. Available 
with grids between glass. 

Drop-in Anodized Track Insert 
Covered fasteners and installation  
screws. Track can be easily 
replaced/serviced if damaged. 

Exterior Integral  
Handle Options 
Expands design options. Opening/
closing door is smooth and effortless.




