
MODULAR

COMMODITY

H32 22 32 D22

H33 23 33 D23

H34 24 34 D24

H35 25 35 D25

2022 3022 4022 4622 5022 5622 6022

2033 3033 4033 4633 5033 5633 6033

2043 3043 4043 4643 5043 5643 6043

2053 3053 4053 4653 5053 5653 6053

*Note: Openings calculated using 1/8" shim space (maximum 1/4" allowed), 1x bucks and pre-cast sills. If using poured sills add 3/4". 
Framing dimensions are calculated with drywall butted. 

XO or OX

SIZE CHART & STANDARD COLONIAL CONFIGURATIONS

Egress availability
Egress opening is 5.7 square feet or greater 
Egress opening is between 5.0 and 5.699 square feet

FLANGE WINDOWWIDTH 261/2 37 531/8 74

MASONRY OPENING* 271/4 37 3/4 537/8 743/4

INTEGRAL FIN WINDOWWIDTH 251/2 36 521/8 73

WOOD FRAME OPENING 253/4 361/4 523/8 731/4 

FLANGE WINDOW WIDTH 24 36 48 54 60 66 72 

MASONRY OPENING* 243/4 363/4 483/4 543/4 603/4 663/4 723/4

INTEGRAL FIN WINDOWWIDTH 23 35 47 53 59 65 71 

WOOD FRAME OPENING 231/4 351/4 471/4 531/4 591/4 651/4 711/4

26 26 25 251/4

383/8 383/8    373/8 375/8  

505/8 505/8 495/8 497/8  

63 63 62 621/4  

26 26 25 251/4  

383/8 383/8 37 371/4  

505/8 505/8 49  491/4  

63 63  62 621/4
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COMMODITY

32 D22 D32 T22

33 D23 D33 T23

34 D24 D34 T24

35 D25 D35 T25

*Note: Openings calculated using 1/8" shim space (maximum 1/4" allowed), 1x bucks and pre-cast sills. If using poured sills 
add 3/4". Framing dimensions are calculated with drywall butted. 

XOX

SIZE CHART & STANDARD COLONIAL CONFIGURATIONS

FLANGE WINDOWWIDTH 531/8 74 1063/8 111

MASONRY OPENING* 537/8 743/4 1071/8 1113/4

INTEGRAL FIN WINDOWWIDTH 521/8 73 1053/8 110

WOOD FRAME OPENING 523/8 731/4 1055/8 1101/4 

26 26 25 251/4   

383/8 383/8 373/8 375/8  

505/8 505/8 495/8 497/8  

63 63 62 621/4  
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Brittany
(standard)

Brittany
9-lite

(custom)

DESIGN PRESSURE GUIDE
TESTED WATER-TESTED TESTED TYPE

STYLE PRESSURE PRESSURE SIZE OF TEST

Horizontal +/-75 psf 11.3 psf 74" x 63" Miami-Dade Protocols
Roller TAS 201, 202, 203



MODULAR

4022 5022 6022 7022 8022 9022

4033 5033 6033 7033 8033 9033

4044 5044 6044 7044 8044 9044

4053 5053 6053 7053 8053 9053

XOX

SIZE CHART & STANDARD COLONIAL CONFIGURATIONS

*Note: Openings calculated using 1/8" shim space (maximum 1/4" allowed), 1x bucks and pre-cast sills. If using poured sills 
add 3/4". Framing dimensions are calculated with drywall butted. 

FLANGE WINDOW WIDTH 48 60 72 84 96 108 

MASONRY OPENING* 483/4 603/4 723/4 843/4 963/4 1083/4

INTEGRAL FIN WINDOW WIDTH 47 59 71 83 95 107

WOOD FRAME OPENING 471/4 591/4 711/4 831/4 951/4 1071/4

26 26 25 251/4  

383/8 383/8 373/8  375/8

505/8 505/8 495/8  497/8

63 63 62  621/4
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Window width 45.125” - 48.233" = 1 lite across per vent/ fixed

Window width 48.234" - 85.125" = 2 lites across per vent/ fixed
Window height 22.125" - 31.999” = 2 lites down

Window height 32.000” - 42.999” = 3 lites down

Window height 43.000" - 63.000” = 4 lites down

Colonial lites for custom size  “XOX” 1/3  1/3  1/3 units are determined by the following:

Colonial lites for custom size  “XOX” 1/4  1/2  1/4 units are determined by the following:

Window width 44.000” - 60.000" = 1 lite across per X vent

= 2 lites across in fixed 

Window width 60.001” - 111.000" = 2 lites across per X vent

= 4 lites across in fixed 

Window height 22.125” - 31.999" = 2 lites down

Window height 32.000” - 42.999" = 3 lites down

Window height 43.000” - 63.000" = 4 lites down

Brittany
(standard)

Brittany
9-lite

(custom)


